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IN THE SPECIFICATIONS 

Please amend the section starting on page 2, line 1 as indicated: 

CROSS REFERENCES TO RELATED APPLICATIONS 

This application is a Continuation of United States Patent Application Ser. No. 
Serial No: 10/207.554. now United States Patent which is a continuation of 

09/578,623 filed on May 25. 2000 . now United States Patent 6,443,228^ daimiTi^ T hUi 
application takes priority from United States Patent Application Serial Nos. 60/136,656 
filed August 5, 1999 May 28, 1999. and 60/147.127 60/147,427 fi led August 5, 1999 
May 2 8 , 1999, each assigned to the assignee of this application. 

Please amend the Abstract as indicated: 

This invontion rolotos to flowabl e Flowable d evices and mothods of utilizing ouoh 
flowablo dovioo s -iiHWollboroo to provide communicate between surface and downhole 
instrument s, among do^mholo do\^cefi, e stablish a oommunioation notworic in tho 
woUboro^ act oa o o n floro, and ciot ag power trqnsfor dovicos, Tho flowablo dO'icos arc 
adapt e d to mov e with a fluid flowing in th e w B llboro. Tho flowoblo d e vic e may bo 
m e mory d e vic e or a d e vic e that can pro\qde a moofluio of a paramotor of intcroot or act ag 
a powor - transfoFdov i oc . The flowable devices having unique addresses a rc introduced 
into the flow of a fluid flowing in the wellbore. Th e fluid mov es th e- dovioo in tho 
w e llbor e > If th e d e >ic e is a data oxchango do^doo, it may bo chann e l e d in a monner fe at 
onabloo a dovioo in tho woUboye to int e ract with th e m e mory devic e , which may inoludo 
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r e trieving information from tho flowablo d e Woo and/or r e oording informatioii on the 
flowable dovioo. Th e sensor in a flowabl g d e vioo oon taJko a varioty of meagur e mont(fi) in 
th e ur e llboro. Th e flowQbl<»4iQ\ricofl rotum to tho sm f aoo v g ith tho rotmniiifl fluid r -The 
flowable devices are used for providing infoimation to a downhole controller and/or 
retrievinp ; iTifnmnHt ion from a downhole device. 
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